
GRIT VALVE TO SENTINEL CONVERSION INSTRUCTIONS 
for BNP BLAST CABINETS 

   

 

Clemco Industries Corp. One Cable Car Drive  Washington MO 63090 
Phone (636) 239-4300 FAX (800) 726-7559 www.clemcoindustries.com 
 
Stock No. 22956, Rev A 05-06 Job No. 2127-0101 

 
 
 
 

 
 

Remove the grit 
valve and tee. 

Blast machine is 1-1/2” NPT 
(older machines are 1-1/4”) 
Grit valve is 1-1/4” 

Remove tube elbow and save 
for reuse.

Remove the nipple and coupling, 
and save for reuse. 

Remove 3/8” tubing 
and save for reuse. 

Remove the tube elbow and plug 
this port with 1/4” NPT plug. 

Remove tube fitting and save 
for reuse. 

Blast machine is 1-1/2” NPT 
(older machines are 1-1/4”) 
Sentinel valve is 1-1/2” on 
top, and 1-1/4” on bottom. 

The length of this vertical 
nipple may need to be re-
sized to align piping with 
horizontal nipple. 

The length of this horizontal nipple 
may need to be re-sized to align 
piping with vertical nipple. 

Install new or reused tube elbow 
Stock No. 11685 into the 1/4” port. 

Install 1/4” hex nipple, Stock No. 02808, 
1/4” Tee, Stock No. 02025 
New or reused tube elbow, Stock No. 11685 
New or reused tube fitting, Stock No. 11736 

Use new or reused 3/8” tubing 
Stock No. 12478. 
Specify feet required. 

Use one of the following hose assembly 
depending on length required. 

22508, 18 inches long. 
22863, 22 inches long. 
22864, 32 inches long. 

 

Plug right side port with 1/4” pipe plug, 
Stock No. 01950 

Sentinel Valve 

Install 1” NPT x 1” male flare adaptor 
Stock No. 11720 

Step-1

Step-2

1-1/4” x 1” bushing 

3/8” poly tubing, save for reuse 

Step-3

Alternate soft line piping 


