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DUST COLLECTORS

COMPLETE SYSTEM MEDIA RECLAIMERS 
Actual Space required depends on equipment configurations, options and
desired work flow. Allow additional work space for operator and mainte-
nance access.

Working Chamber Size Door Opening
CABINET

103" wide (2616 mm)
39" deep (991 mm)
43" high (1092 mm) 

19.5" wide (495 mm)
12.5" high (318 mm)

The Heart of ZERO's Blasting System 
Our exclusive media reclaimers

continuously extract dust and debris
and return properly sized, usable
media to the blast system.  The 
standard reclaimer handles all 
non-metallic media.  For metallic
media, specify reduced ID conveying
hose.  

The suction blast metering valve
is infinitely adjustable and locks into
any setting without tools.  

The versatile design of our
900-cfm and larger reclaimers lets
you quickly adapt the system to your
changing needs– add media hoppers,
a pressure blast system, or 
pull-through dust collection.
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Dry Filters Reverse Pulse Collector

5 sq ft filter area per tube 
900 cfm DF has 40 tubes (200 sq ft)  

235 sq ft filter area per cartridge
RPH-2 has two cartridges 
(470 sq ft)

Distributed By:

Window Size (safety glass)

BNP Dbl 220 suction cabinets are furnished with two No. 5 BNP guns.  
Other sizes and liner materials are available.

BNP BLAST GUN

No. 4 5/16" 1/8" 21 0,60 900 CFM (25 m3/m) 
No. 5 5/16" 5/32" 32 0,90 900 CFM (25 m3/m) 
No. 6 3/8" 3/16" 48 1,35 900 CFM (25 m3/m) 
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Clemco is committed to continuous product improvement. Specifications are
subject to change without notice.
Clemco Industries is an ISO 9001:2008 certified company.

Reverse pulse cartridge dust 
collectors (which trap 99.7% of dust
down to 0.5 micron) allow non-stop,
high-production blasting. The 
polyester-cellulose cartridges are
automatically pulse cleaned for 
maximum filter efficiency. Worn 
cartridges can be replaced in minutes.

Dry filters are suitable for most
industrial applications where the
dust collector can be shut off 
periodically to shake dust from the
100% cotton sateen filter tubes.
Dry filters trap 98% of dust down to
1.0 micron.  

Model illustrated: BNP Dbl 220-900 DF
900 CFM Reclaimer (free standing) and Dry Filter

A. 40.5" deep (88" deep with free-standing reclaimer)

B. 106" wide
C. 83.5" high

D. 38" deep
E. 30" wide
F. 80.5" high

Model Reclaim Dust Stock Ship Wt.
Number CFM (m3/m) Collection Number lb   (kg)

ORDERING INFORMATION

BNP Dbl 220S-900 DF 900 (25) Dry Filter 21156 1,745 (925)
BNP Dbl 220S-900 RPH 900 (25) RPH-2 21157 2,600 (1,182)
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ELECTRICAL
900 CFM (25 m3/m) 2HP, 230V, 3PH, 60HZ,  (1.5KW, 220V, 3PH, 50HZ);
available with three phase motors only.
Specify 230v or 460v.
Other motors and electrical configurations are available upon request.

Larger nozzles and reclaimers are available upon request.


